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The purpose of this memorandum is to be used as documentation for referenced 
American Correctional Association (A.C.A) Mandatory Standard 4-4213, which relates to 
Fire Safety Performance Requirements of the Facility Furnishings.  
 
OPI Correctional Industries offers a vast array of products.  The material required to make 
these products are purchased through State Term Contracts.  OPI, as well as, State 
Purchasing, reviews the contracts to ensure that all the product specifications, 
requirements, and regulations are met.  In the event a new regulation, requirement or 
specification is created, an addendum can be issued for said contractor and it can be 
added to the specifications for invitation to bid. 
 
In an effort to simplify the required documentation needed for this A.C.A. Standard, the 
below list is OPI manufactured products and test methods used that pertain to this 
standard. 
 
Mattress: 
 
The mattress cover is made of Bacteriostatic Hospital Fabric that is tested using Federal 
Standard Test Method (2) 5903.2 (Flame Resistance). 
 
The mattress core is tested for Flame Resistance using 16 C.F.R. Part 1633, Mattress 
Flammability Standard. 
 
A sample of the material used is sent to the Ohio Department of Commerce, Division of 
Industrial Compliance – Bedding/Upholstery Section to verify the material and 
percentages used for Law Labeling purposes.  
 
A Law Label is then attached to each item indicating the percentages used in the 
manufacturing process. 
 
A Flammability Label is attached to the product stating that, “This article meets the 
Flammability requirements of the 16 C.F.R. Part 1633.  Mattress Flammability Standard”. 
 
Pillow:  
 
The pillow cover is made of Bacteriostatic Hospital Fabric that is tested using Federal 
Standard Test Method 191, Method (2) 5903.2 (Flame Resistance). 
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Pillow continued…. 
 
The pillow is tested for Flame Resistance using C.F.R. Part 1633, Mattress Flammability 
Standard. 
 
A sample of the material being used is sent to the Ohio Department of Commerce, 
Division of Industrial Compliance – Bedding/Upholstery Section to verify the material and 
percentages used. 
 
A Law Label is then attached to the product stating the material and at what percentages 
is used in the product. 
 
A Flammability Label is attached to the product stating “This article meets the 16 C.F.R. 
Part 1633, Mattress Flammability Standard”. 
 
Tabb Textiles Co Inc. – Pillow Cases & Bed Sheets: 
 
Per Tabb Textiles Co Inc., all 42” and 54” sheeting material sent out comply with the 
requirements of the State Fire Marshal Regulations as set forth in Part 2, Title 19 of the 
California Code of Regulations.  This is per letter dated October 24, 2005. 
 
Upholstered or Cushioned Furniture:  
 
The upholstered material, vinyl and fabric that are used in the products are tested as 
appropriate using the following methods and/or regulations; Federal Specifications CCC-
A-680a, Boston Fire Code (BFDIX-1), NFPA 701 (Small Scale and Large Scale), 
FAA25.853 Vertical, MVSS 302, New York and New Jersey Port Authority Code, 
California Technical Bulletin #117 (Section E), BIFMA (Class 1), City of Boston 
Flammability Codes, UFAC (Class 1), ASTM – E-84-81a, ASTM E 662 and NFPA 260. 
 
OPI Correction Industries is currently testing to California Technical Bulletin #133 
requirements.  
 
A sample of the material is sent to the Ohio Department of Commerce, Division of 
Industrial Compliance – Bedding/Upholstery Section to verify the material and 
percentages used. 
 
A Law Label is attached to the product stating the material and percentages used and 
under penalty of law this tag cannot be removed except by the customer. 
 
A Flammability Label is attached to the product stating “this article meets the Flammability 
Requirements of the California Bureau of Home Furnishings Technical Bulletin #117. 
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Indiana Chair Frame – Standard Seating Lines 
 
Per Indiana Chair Frame a division of Leggett and Platt Inc. certifies that the 
components provided in its chair kits meet the CAL TB117 2013 standard. 
 
Hickory Leather Company – Standard Seating Lines 
 
Per Hickory Leather the Polyurethane materials that is used in the production of Hickory 
leather products does not contain any flame retardant additives and meets all CAL 117-
2015 Fire Retardant Standards. 
 
 
Krueger International, Inc. – Standard Seating Lines 
 
Per Krueger, all fill materials consist of 100% Polyurethane Foam and meet all 
requirements of California Bureau of Home Furnishing Bulletin #117 for Registration 
Number PA – 241176 (WI). 
 
Per Krueger, all fill materials consist of 100% Polyurethane Foam and meet all 
requirements of California Bureau of Home Furnishing Bulletin #133 for Registration 
Number PA – 241176 WI). 
 
Krueger International, Inc. – Breathe Seating Line 
 
Per Krueger, all fill materials consist of 100% Polyurethane Foam and meet all 
requirements of California Bureau of Home Furnishing Bulletin #117 for Registration 
Number CA – 31813 (TW). 
 
Krueger International, Inc. – Ithaca Seating Line  
 
Per Krueger, all fill materials consist of 100% Polyurethane Foam and meet all 
requirements of California Bureau of Home Furnishing Bulletin #117 for Registration 
Number CA – 28684. 
 
Nightingale Corporation 
 
Per the Nightingale Corp, all fill materials consist of 100% Polyurethane Foam for 
Registration Number CA – 38309 CD. 
 
Panels for Office Modular Furniture: 
 
These specifications pertain to Upholstered Vinyl, Fabric and Panel Fabric Materials that 
cover the Modular Furniture. 
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The panels met Surface Burning Characteristics – UL 25/50 and met or exceed the 
following: 
 

1) Federal Specifications CCC-A-680a 
2) Boston Fire Code (Small Scale Test) 
3) NFPA 701 (Small Scale Test) 
4) FAR 25.835b (Aircraft – Department of Transportation) 
5) MVSS 302 (Automobile – Department of Transportation) 
6) New York and New Jersey Port Authority Code 
7) California Technical Bulletin 117-80 (Section – E) 

 
 
Panels for Office Modular Furniture cont: 
 

1) BIFMA Class 1 
2) UFCA Class 1 
3) ASTM E-84 

 
Cosmopolitan - Modular Office Panels – Tayco Company: 
 
Per the Tayco Company they are tested to/for: 
 

1) SA Class 6242 83 – Wiring System & Accessories 
2) UL Std No. 1286 – Office Furnishings 
3) Greenguard 
4) NFPA 701 Method #1 – Fabric Flammability 
5) ASTM Class 1 or A – Fabric Flammability 
6) ANSI/BIFMA M7.1-2011 
7) ANSI/BIFMA X7.1-2011 
8) ANSI/BIFMA e3-2014e Credit 7.6.1 

 
 
Divi - Modular Office Panels – AIS Company: 
 
Per the AIS Company they are tested to/for: 
 

1) ANSI/BIFMA X 5.6-2010 – Office Furnishings 
2) ANSI/BIFMA X 5.9-2004 – Storage Units 
3) ASTM Class 1 or A – Fabric Flammability  
4) ASTM C423-90a – Sound Absorption 
5) ASTM E90-99 – Building Partitions 
6) USL – E161006 – Divi Panel System 
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Steel Shelving: 
 
Shelving units are constructed of various sizes of sheet metal. Shelves, back plates and 
side plates are fabricated using 20 gauge sheet metal. Legs, back supports and side 
supports are fabricated using 14 gauge sheet metal. Components are painted using 
epoxy/polyester coating powder paint system for a durable finish. Units are assembled 
using hardware kits containing bolts, washers, nuts and E-clips. Shelves are adjustable 
through placement of hardware.  
 
SPACE SAVER CABINET 
 
Cabinets are constructed of 7/8” square tubing and #13 expanded metal.  Each shelf is 
constructed of 18 gauge metal. 
 
 
Steel used to build BED FRAME and HEAD/FOOTBOARD PRODUCTS 
 
Standard Spring Frames 
 
The Bed Frame Side Rails and End Rails are constructed using 2” x 1 ½” x 3/16” angle 
iron.  The Frame Hanger is constructed using 2” x 1 ½” x 1/8” angle iron.  The Frame Side 
Plates are constructed using 11 ga. CR Sheet Metal.  The Frame Spreader Bar is 
constructed using 1” Round x 14 ga. tubing.  
 
Standard Pan Frames 
 
The Bed Frame Side Rails and End Rails are constructed using 2” x 1 ½” x 3/16” angle 
iron.  The Frame Hanger is constructed using 2” x 1 ½” x 1/8” angle iron.  The Frame Side 
Plates are constructed using 11 ga. CR sheet metal.  The Pan is constructed using 11ga. 
CR Sheet Metal and/or 18 ga. CR Sheet Metal with formed Ribs.  
 
Standard Head/Footboards 
 
The Head/Footboard Cross Rails are constructed using 1” x 1 ½” x 18 ga. rectangle 
tubing.  The Head/Footboard Uprights are constructed using 1 ½” x 18 ga. square tubing. 
 
Solid Panel Head/Footboards 
 
The Head/Footboard Cross Rails are constructed using 1” x 1 ½” x 18 ga. rectangle 
tubing.  The head/Footboard Uprights are constructed using 1 ½” x 18 ga. square tubing.  
The Panels are constructed using 18 ga. CR sheet metal.  
All materials conform to AISA 1010, ASTM A-366, ASTM A-513, and ASTM A-569 
standards. 
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Summary 
 
OPI Correctional Industries utilizes Independent Laboratories to conduct Flammability 
Requirements of the above said regulations to ensure compliance with the California 
Technical Bulletins and 16 C.F.R. Part 1633. 
 
As OPI Correctional Industries continues to grow and expand its product line and if the 
requirements and/or standards change, we will notify you with an addendum to this letter 
stating the changes that were made. 
 
If you should have any additional questions regarding testing and specification 
requirements, please contact me. 
 
Michael R. Mouser 
Assistant Chief 
Ohio Penal Industries 
1221 McKinley Ave. 
Columbus, Ohio 43222 
614-419-0904 
mike.mouser@odrc.state.oh.us 
 


